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Automotive Aftermarket Division 
 

3M™ Prep and Blend Liquid 09308 

 

 
1) Part Numbers 

 
09308 

 
2) Description and end uses 

 
3M™ 09308 is a combination scuffing and cleaning liquid for preparing original or 
previously refinished paintwork prior to fading out base coats and/or applying clear 
coats.  3M™ recommends that the product is used in conjunction with the 3M™ 
Scotchbrite™ Ultrafine Scuff Sponge or Handpad. 

 
3) Physical Properties 

 
Flash point: 55°C 

VOCs: 57gms/litre 

pH 9.1-9.6 : 25°C 

Viscosity: 8000-16000 centipoise 

Boiling point: Greater than 35°C 

% volatile: 60-80% 

 
4) Directions for Use 

 
It is recommended to use 3M™ Prep and Blend Liquid with either Scotchbrite™ 
Ultrafine (grey) scuff sponges (07616) or Scotchbrite™ Ultrafine (grey) handpads 
(07448).  The scuff sponge provides greater user comfort, but the performance of 
either product is similar with Prep and Blend Liquid. 

 
1. Degrease surface before using 3M™ Prep and Blend Liquid 
2. Apply 3M™ Prep and Blend Liquid to the Scotchbrite™ pad/sponge.  On horizontal 
surfaces the liquid can be applied direct to the surface.  Slightly more material will be 
needed if using a new pad. 
3. Use a small amount of water with the pads/sponges or on the panel. 

 
Note: Adjusting the amount of water and product will determine the degree of 
foaming, however foaming is not essential to product performance. 
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4. Sand as normal with Scotchbrite™ using straight or circular motion and 
light/medium pressure.  Clean off occasionally with a squeegee to check if surface is 
completely matt.  When finished, clean surface with water or pre-clean. 

               5. Degrease as recommended by paint company’s instructions prior to spraying.  This 
is particularly important when using water-based paints which require very thorough 
degreasing/cleaning of the surface prior to painting. 

  
5) Storage 

 
• Avoid frost 

• Store upright 
• Practical shelf life is 2 years 

 
6) Safety 

 
Potential hazards: May cause skin and eye irritation 

 

Eye contact: Immediately flush eyes with large amounts of water.  Get 
immediate medical attention 

Skin contact: Wash affected area with soap and water 

Inhalation: Remove person to fresh air.  If not breathing give artificial 
respiration.  If breathing is difficult get immediate medical 
attention 

Ingestion: Drink two glasses of water.  Call a medical doctor 

 
3M™ Prep and Blend Liquid 09308 is designed FOR PROFESSIONAL 
INDUSTRIAL USE ONLY.  

 
7) Disclaimer 

 
All statements, technical information and recommendations are based on tests we 
believe to be reliable as at the date of hereof, but the accuracy or completeness thereof 
is not guaranteed.  Please ensure before using the product that it is suitable for your 
intended use. Since the conditions and methods of use of the product and of the 
information referred to herein are beyond our control, other than for fraudulent 
misrepresentation, 3M expressly disclaims any and all liability as to any results obtained 
or arising from any use of the product or reliance on such information. 
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For Additional Health and Safety Information 
 

3M United Kingdom plc 
Automotive Aftermarket 
3M Centre, 
Cain Road, 
Bracknell, 
RG12 8HT 
Tel: +44 (0)161 237 6391 
aadukenquiries@mmm.com 
www.3Mbodyshop.co.uk 

3M Ireland Limited 
Automotive Aftermarket 
The Iveagh Building 
Carrickmines Park 
Carrickmines , Dublin 18 
Tel: +353 12160301 
aadukenquiries@mmm.com 
www.3Mbodyshop.co.uk 

3M Denmark a/s 
Automotive Aftermarket 
Hannemanns Allé 53 
2300 København S  
 
 
Tel: +45 43480100 
aadukenquiries@mmm.com 
www.3MAuto.dk 
 

3M Finland, Suomen 3M Oy 
Automotive Aftermarket 
Keilaranta 6 
02150 Espoo 
Tel: 09 5252 1  
aadukenquiries@mmm.com 
www.3M.fi/autotuotteet 

3M Svenska AB 
Automotive Aftermarket 
Herrjärva torg 4 
170 67 Solna 
Tel: 08-922100 
aadukenquiries@mmm.com 
www.3M.se/bileftermarkad 

 

3M Norge AS 
Automotive Aftermarket 
Kanalveien 2 
2004 Lillestrøm 
Tel: 06384 
aadukenquiries@mmm.com 
www.3m.no/auto 
 

3M Latvija 
K.Ulmana 5 
Riga, LV-1004 
Tel: +371 67066120 
aadukenquiries@mmm.com 
www.3m.lv 

 

3M Eesti OU  

Pärnu mnt. 158 
11317 Tallinn 
Tel: +372 6 115 902 
aadukenquiries@mmm.com 
www.3m.ee 

3M Lietuva 
A.Goštauto str. 40 A  
LT-01112 Vilnius 
Tel: +370 5 2160780 
aadukenquiries@mmm.com 
www.3m.lt 
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