
E N V I R O N M E N T A L  P R O T E C T I O N  &  S A F E T Y  P R E C A U T I O N S

Nitromors Original Paint and Varnish Remover is ideal for those 
vertical applications due to its fast-acting non-drip formula.  This 
product is safe for use on wood, metal and masonry. There aren’t 
many solutions that Nitromors Original Paint and Varnish Remover 
can’t defeat.

Danger - Extremely flammable aerosol. Pressurised container: may burst if heated. Causes serious eye damage. Danger keep out of reach 
of children. Keep away from heat, hot surfaces, sparks, open flames and other ignition sources. No smoking. Do not spray on an open 
flame or other ignition source. Do not pierce or burn, even after use. Avoid breathing vapour/spray. Use only outdoors or in a well-ventilated 
area. Wear protective gloves/ protective clothing/ eye protection/ face protection. IN EYES: Rinse cautiously with water for several minutes. 
Remove contact lenses, if present and easy to do. Continue rinsing. If eye irritation persists: Get medical advice/ attention. IF ON SKIN: 
Wash with plenty of water. Protect from sunlight. Do not expose to temperatures exceeding 50˚C/122˚F. Dispose of contents/container in 
accordance with local regulations. Repeated exposure may cause skin dryness or cracking. Contains – 1,3-dioxolane. 

Appearance

Specific Gravity

Viscosity

Active Content % m/m

Flammability

Composition Data

Off-white Viscous gel.

0.930 to 0.970

1000 to 2000 cps

70 to 100

Extremely flammable aerosol.

A thickened solution of a 1,3-Dioxolane, Acetone and 
Odourless Kerosene dispersed in Dimethyl Ether 
propellant.

1. Shake thoroughly before use.

2. Spray liberally onto the surface or component from a distance of 15 to 20cm, ensuring a good coating.

3. Leave for up to 15 minutes to soften or dissolve the paint.

4. Once paint has blistered, apply a second coat. Agitate with a wire or nylon brush as appropriate. 
Leave up to 40 minutes. If dried out re-apply.

5.  Remove blistered and softened paint with a scraper or a shavehook. In difficult areas use an old nylon toothbrush. 
Repeat as necessary. Wash off with detergent in cold water and a nylon scourer or use white spirit and wire wool to 
avoid raising the grain on fine or laminated woods. Allow to dry thoroughly and rub down with fine sandpaper or wire 
wool prior to refinishing. 

Product Code       Size        Barcode

NPV500        500ml        5010373142752
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