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CODE: 7.132 
 DESCRIPTION     

2 -component epoxy aqueous phase coating.  

 
 
Conceived for inside concrete floors. Its water base characteristic allows applications on any asphalt products without 
causing damages.  

 

Mixing ratio Weight Volume 

Component A 70 3 

Component B 30 2 

 

w  Finish  .................................  Semi-matt 
w  Colors  ....................................  White, RAL color chart. 
w  Density ...............................  1,35 +/- 0,05 s/FR 1001 
 Solid  volume 58%+/-2 
 Drying time  6-8 hours  

Repainting: Minimum: 24 hours 
Maximum 72 hours.  

w  Thinner  ..............................  Water.  
 Mixing life expectancy   90 minutes 
w  Performance .............................  8 m2/l/coat  
w  COV content ........................  Maximum 140 g/l.  
 Fire reaction  Bfl S1 (UNE EN 13501-1) 
 
 
 
 
As a general rule, surface must be clean and dry. Metallic surfaces need to be previously primed. Concrete surfaces 
must be rough and free of grease stains, rubber, curatives agents, lime milk or any foreign material.  
Grease and rubber stains have to be removed with solvents or detergents, water rising after. Use sand-jet cleaning if 
stains do not disappear. 
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INTERIOR AND EXTERIOR USE 

FEAUTURES 

SURFACE PREPARATION  



 
 
 
 
Lime milk and foreign material can be removed using a shot-blasted or drilled, pre- treatment; vacuuming dust later.  
Thus, a rough and free of foreign material surface will be obtained. 
 
Also a good concrete roughness can be obtained using chloride acid attack diluted with 10% water. This operation 
requires good safety conditions to carry it out. Then, acid rests must be removed using water-jet. Let it dry.  
 
 
 
 
Roll, brush or gun.  
Room temperature must be at least 3ºc, above dew point. Avoid condensations. During application and maturing 
processes, temperature must remain above 10ºc. Relative temperature must not exceed 80%.  
 
 
 
 
Water.  
 
 
 
 
Same product  
 
 
 
Stir well until completely homogeneous.  
Apply at least two coats 
Dynapok “S” coating has to be protected against humidity, condensation and water at least during the first 24 hours.  
Avoid water accumulations on the surface.  
Brightness can vary depending on the temperature and the absorption of the substrate. 
 
 
 
 
Litographed cans: 4 and 15 liters,  
 
 
 
 
 

 

 
 
 

N.B: Our technical instructions and advice, whether oral, in writing or through tests are given in good faith and to the best of our knowledge. However, they must only be 
interpreted  as indications WITHOUT LIABILITY even in regard to possible third -party industrial property rights, and this does not exempt the customer from testing the 
supplied products in order to verify their suitability for the intended procedures and purposes . The application, use and processing of the products supplied by JUNO are 
carried out outside and beyond our control, and therefore, constitute the exclusive responsibility of the customer. If, however, there were any grounds to consider any liability 
on our part, this will be limited, regardless of the damage and loss, to the strict value of the goods supplied by us and used by the customer. It is understood that we 
guarantee the absolute quality of our products according to our General Sale and Supply Conditions. 
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