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PRODUCT DESCRIPTION 

621 RANGE is a two pack etch primer 
which can be applied to a wide range of 
substrates such as aluminium, cast iron, 
mild steel, copper and galvanised steel.  
The 621 range can be over coated with a 
wide range of topcoats including 2 pack 
epoxy and polyurethanes, QAD 
synthetics, chlorinated rubbers, cellulose 
and stoving products.  It CAN NOT be 
used for heat resisting systems. 

 

PRODUCT FEATURES 

• Good drying times 
• Can be over coated with any topcoat 
• High levels of zinc chromate 
 

 

APPLICATION 

All surfaces must be clean, dry and free 

from grease, loose rust and mill scale.  

 

 
 
 

 

 
 

TECHNICAL DATA 

Composition:  
Two pack zinc chromate etch 
prime 

Drying Times @ 20°c: 
 Touch Dry    20 minutes  
 Hard Dry   overnight 
 Overcoat  after 12 hours 
Dry Film Thickness:  
 10-12um DFT 
Mixing Ratio:  

Activate 1:1 with 621/2599 
activator 

Application:  
 Conventional, air assisted and 
 airless spray 
Colour Range:  
 68 – Translucent Yellow 
 

621 RANGE – Two Pack Etch Primer 


