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Product Information   TECHNICAL DATA SHEET   
STONE AND MARBLE FILLER 
250 g / 8,82 oz

GENERAL DESCRIPTION 

Two-component styrene-free polyester filler, specially formulated for bonding, filling 
and repairing marble, natural stone and other mineral materials. 

Thanks to its high thixotropy, it effectively fills cracks, cavities and imperfections, 
providing excellent adhesion and strong, long-lasting repairs in both interior and 
exterior applications. 

Its creamy formula makes application easy, it hardens quickly and, once cured, it 
can be sanded and polished to obtain a smooth, high-quality finish. 

FEATURES 

-	 Styrene-free. 
-	 2K polyester filler. 
- 	 Cream colour. 
-	 Specially designed for natural stone and marble. 
-	 BPO hardener included. 
-	 Excellent adhesion. 
-	 High filling power. 
-	 High thixotropy, no sagging. 
-	 Creamy, easy-to-apply formula. 
-	 Fast hardening. 
-	 Easy to sand and polish. 
-	 Strong, long-lasting repairs. 
-	 Suitable for interior and exterior use. 

DIRECTIONS FOR USE 

-	 Prepare the surface so that it is dry, clean and free from dust, grease, dirt, rust 
and poorly adhered paint residues. 

- 	 Apply a line of hardener across the whole portion of filler (100:2 ratio). Mix 
thoroughly until a homogeneous paste and a uniform colour are obtained.

- 	 For high thicknesses, apply in several coats, allowing each one to harden 
completely before applying the next. 

- Allow to dry for 30 min at a temperature of 20 °C. Drying time depends on the 
ambient temperature. High temperatures speed up curing. 

- 	 Sand first with P80-P120 abrasive paper and continue with P180-P240 for the 
finish. For high-quality finishes, use finer grits. 

- 	 Before the final finish, check that the repair is completely hardened. 
- 	 Clean the spatulas with MTN WEPRO Cleaning Solvent or a universal cleaning 

solvent before the product hardens. 

PHYSICAL PROPERTIES 

Colour: 	 Cream
Nature:	 Styrene-free unsaturated polyester 
Specific weight:	                                                                                 1,6 Kg/l at 20ºC
VOC:                                                 	 196,2 g/L
Working time after mixing with hardener:                                                                                            	

3 min at 30ºC                                                                                
5 min at 20ºC 

11 min at 10ºC
Drying time:                                                                                                                                         

15-20 min at 30ºC                                                                                
20- 25 min at 20ºC 
30-40 min at 10ºC

Full cure:  	 Approximately 2 hours (20°C)
Recommended sanding: 	 Initial: P80 - P120 - P180. Finish: P240 or finer depending on the 

desired finis
Safety: 	 Read the label and the Safety Data Sheet before using the product. Comply with 

current safety, occupational hygiene and waste management regulations. 
Cleaning:  	 Fresh product can be cleaned with acetone, alcohol or universal solvent. Once 

hardened, remove mechanically. 
Storage 	 Store in its original, tightly closed container in a cool, dry, ventilated place, protected 

from moisture and direct sunlight, between +5 °C and +30 °C. 
Warranty 	 3 years in its original unopened container. 
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APPLICATIONS 

Especially recommended for:  
- Marble repair.  		  - Natural stone repair.			 
- Sealing and filling of cracks, pores and cavities. 	 - Stairs.  
- Bonding of marble and stone pieces. 	 -Countertops. 	          - 
- Stone floors and claddings. 	 - Decorative elements. 		  - 
Restoration, DIY and professional maintenance work. 			 
Can be applied on:  
- Marble.  	 - Granite (for joint filling only).  
- Limestone. 	 - Reconstituted stone (joint filling). 			 
- Cement in dry environments.

For special applications, please consult the technical service.

IMAGE

Made in Europe.

Company certified according to quality and 
environmental standards:
ISO 9001 - ISO 14001
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Masilla para piedra y mármol / Stone and Marble Filler 250 g
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